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Model No. Input Voltage (V) Input Current Max
Input Wattage 

Max
Charging 
(Output)

VC720MV versaDim RF 
Charger

120V AC, 50-60Hz, 277V 
AC, 50-60Hz, Electronic 

ballast LED driver

6A on 120V and 3A on 277V Electronic 
ballast LED driver

0.4W Electronic 
ballast LED driver

5VDC, 60mA

VRF-DR versaDim RF remote 5VDC 60mA

versaDim Charger & Remote
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Model No. Input Voltage (V) Input Current Max
Input Wattage 

Max
Charging 
(Output)

VRFA720MV-10V
versaDim RF adapter

120V AC, 50-60Hz 277 AC, 50-
60Hz Electronic ballast LED

driver

6A 3A Electronic ballast
LED driver

0.4W Electronic 
ballast

LED driver
5VDC, 60mA

versaDim RF Adapter



(866) 933-7736 | info@espentech.com 

• 
• 
• 
• 
• 
• 
• 
• 
• 
• 
• 
• 
• 
• 
• 

Model No. Length Base Type
Lamp 

Wattage
Input Voltage CCT

Initial 
Lumens

CRI Beam Angle LPW
Power 
Factor

THD

L24T8/830/9P-ID DE RF 24 G13 9 120-277 3000K 1100 82 325 122 0.9 <20%
L24T8/835/9P-ID DE RF 24 G13 9 120-277 3500K 1100 82 325 122 0.9 <20%
L24T8/840/9P-ID DE RF 24 G13 9 120-277 4000K 1100 82 325 122 0.9 <20%
L24T8/850/9P-ID DE RF 24 G13 9 120-277 5000K 1100 82 325 122 0.9 <20%
L36T8/830/12P-ID DE RF 36 G13 12 120-277 3000K 1400 82 325 117 0.9 <20%
L36T8/835/12P-ID DE RF 36 G13 12 120-277 3500K 1400 82 325 117 0.9 <20%
L36T8/840/12P-ID DE RF 36 G13 12 120-277 4000K 1400 82 325 117 0.9 <20%
L36T8/850/12P-ID DE RF 36 G13 12 120-277 5000K 1400 82 325 117 0.9 <20%
L48T8/830/12P-ID DE RF 48 G13 12 120-277 3000K 1800 82 325 150 0.9 <20%
L48T8/835/12P-ID DE RF 48 G13 12 120-277 3500K 1800 82 325 150 0.9 <20%
L48T8/840/12P-ID DE RF 48 G13 12 120-277 4000K 1800 82 325 150 0.9 <20%
L48T8/850/12P-ID DE RF 48 G13 12 120-277 5000K 1800 82 325 150 0.9 <20%

Flex DE T8 Lamp



 

(Instant Start Socket)

 

(Rapid Start Socket)


